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CATEGORY SPECIFICATION

Electrical                        6 to 30 Volts
                                      30 mA Current
                                      (4) #26 AWG Conductors

Mechanical                    67 x 35 x 11 mm
                                      38 grams

Operational                   -3.277 to 3.277 psi (differential)                   
                                      -40°C to 105°C

Communication            CAN Bus
                                           up to 1Mbit/s CAN bitrate
                                           up to 200 Samples/s per input
                                           CAN IDs   0x00B, 0x00C, (default)
                                           Big Endian (Motorola) format

0x00D

- Aerodynamic pressure measurements from aero taps, pitots, and kiels
- Rugged, Lightweight, Compact Modules with Programmable Settings
- Units work immediately right out of the box and can be configured for
     maximum flexibility

-CNC Milled Aerospace Aluminum and 
      Carbon Fiber

-Wide Input Power Range (

-2 Modes (9) Abs. or (8)+(1 Ref) Diff. Pressures

-CAN Bitrates up to 1Mbit/s

-Message rates up to 200 Samples/s

-Configurable ID, Bus Bitrate and 
     Message Rate

-Operating Temperature Rated from
     -40C to +105C

-High-Temperature Cable with Oil and 
     Fuel-Resistant Jacket

-Flying Leads
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